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% Controllare le quote di installazione del WC. - Verify the installation measurements of the WC.

Contréler les cotes de l'installation du WC. - Bitte Uberpriifen Sie die Einbaumale der Toilette.
EAéy€te Ti¢ S1aoTdoel¢ yia v eykataotaon tou WC.
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Si garantisce un perfetto risciacquo solo su vasi omologati per la quantita d’acqua prevista dalla cassetta.
A perfect flush only on test-proven pans with suitable capacity is guaranteed.

L'on garantit un parfait ringage sur des cuvettes homologuees et pour la quantité d’éau préconisée.
Man garantiert eine sehr gute Spllung nur auf WC, die eine angemesste Fassung vermdégen.

E€aopaliletal n dplotn ekkévwan U6Vo yia AEKAVES TTou Exouv maTormoinon yia tnv mpofAemduevn amé to ka{avaki moooTnTa vepou.

Tutte le quote riportate sono espresse in mm. - All the dimensions are in mm. - Toutes les dimensions précisées sont exprimées en mm. - Alle Massangaben in mm. ‘OAeg ot Siaotdoeis avapépovtal e mm.




Tipologia d’installazione. - Installation type. - Type d’installation. - Installationsart. - Tomog eykatrdotaong.
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Sistema a murare. Sistema con paretiinlegno.  Sistema a pareti leggere. Sistema con rivestimento a secco.  Sistema con fissaggio su
Built-in system. System with wooden walls.  System for light walls. System with dry walls. binario.

Systéme a encastrer.  Systeme avec paroi en bois.  Systeme avec paroi légere.  Systeme avec paroi seche. Rail-mounting system.
Einbausystem. System mit Holzwénden. System mit Leichtbauwénden. System mit Trockenverkleidung. Systéme avec fixation sur
200TNUA EVTOIYIOUOU. Svotnua yia EUAIVoug Toixoug. Juotnuayla ehagpd toixeia.  S0otnua ue emkdivyn cofd. structures meétalliques.

System mit Schienen.
JUothua otripiéng o€ payeg.

Concealed dual flushing cistern with a plastic body incorporating an inlet valve and dual flush outlet valve. The cistern includes an AC air gap,
brass isolation valve and flexible stainless steel braided hose assembly. The outlet valve operates via a two push button assembly.
Maximum working pressure 10.0 bar. For use with cold water only.

Installation Requirements and Notes under the Water Supply (Water Fittings) Regulations 1999 in England and Wales, the Water Byelaws 2004 in
Scotland and the Water Supply (Water Fittings) Regulations (Northern Ireland) 2009.

1. An "Approved” single check valve or some other no less effective backflow prevention device providing backflow prevention protection to at least
fluid category two shall be fitted at the point of connection(s) between the water supply and the fitting or appliance.

2. A servicing valve shall be installed on the supply to the fitting in a readily accessible location.

8. An inlet strainer or line strainer shall be provided at the inlet.
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ATTENZIONE!
ATTENTION!
ATTENTION!

ACHTUNG!

[POZOXH!

max 5 bar / 500 kPa
T max 25°C

For UK and Singapore only: a WRAS approved single check valve is required
to be installed immediately upstream of the stop valve at the inlet of the product.
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%k Spessore del pannello 1x25 mm o 1x18 mm o 2x13 mm. - Panel thickness 1x25 mm or 1x18 mm or 2x13 mm.
Epaisseur de cloison 1x25 mm ou 1x18 mm ou 2x13 mm. - Vorwanddicke 1x25 mm oder 1x18 mm oder 2x13 mm.

Mayog tou maveA 1x25 mm i 1x18 mm i 2x13 mm.
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%k Spessore del pannello 1x25 mm o 1x18 mm o 2x13 mm. - Panel thickness 1x25 mm or 1x18 mm or 2x13 mm.
Epaisseur de cloison 1x25 mm ou 1x18 mm ou 2x13 mm. - VVorwanddicke 1x25 mm oder 1x18 mm oder 2x13 mm.

Maxog tou maveA 1x25 mm 1y 1x18 mmrj 2x13 mm.




Cod. A866745/00 - 06/2015

Panel thickness 1x25 mm or 1x18 mm or 2x13 mm.
Epaisseur de cloison 1x25 mm ou 1x18 mm ou 2x13 mm.
Vorwanddicke 1x25 mm oder 1x18 mm oder 2x13 mm.
ldyo¢ Tou maveA 1x25 mm 1y 1x18 mm 1j 2x13 mm.

%k Spessore del pannello 1x25 mm o 1x18 mm o 2x13 mm.

Inspection opening on the back wall

(cistern turned off 180°)




